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maintenance, and removal, if appro-
priate, of the site and structures.

(b) Except for the disposal of excess
spoil on pre existing benches, each ap-
plication shall contain the results of a
geotechnical investigation of the pro-
posed disposal site, including the fol-
lowing:

(1) The character of bedrock and any
adverse geologic conditions in the dis-
posal area,

(2) A survey identifying all springs,
seepage, and ground water flow ob-
served or anticipated during wet peri-
ods in the area of the disposal site;

(3) A survey of the potential effects
of subsidence of the subsurface strata
due to past and future mining oper-
ations;

(4) A technical description of the
rock materials to be utilized in the
construction of those disposal struc-
tures containing rock chimmey cores
or underlain by a rock drainage blan-
ket; and

(5) A stability analysis including, but
not limited to, strength parameters,
pore pressures and long-term seepage
conditions. These data shall be accom-
panied by a description of all engineer-
ing design assumptions and calcula-
tions and the alternatives considered
in selecting the specific design speci-
fications and methods.

(c) If, under 30 CFR 816.71(d), rock-toe
buttresses or key-way cuts are re-
quired, the application shall include
the following:

(1) The number, location, and depth
of borings or test pits which shall be
determined with respect to the size of
the spoil disposal structure and sub-
surface conditions; and

(2) Engineering specifications uti-
lized to design the rock-toe buttress or
key-way cuts which shall be deter-
mined in accordance with paragraph
(b)(5) of this section.

[44 FR 15357, Mar. 13, 1979, as amended at 48
FR 44780, Sept. 30, 1983; 56 FR 65635, Dec. 17,
1991]
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(a) Plans and drawings. Each appli-
cant for a surface coal mining and rec-
lamation permit shall submit plans and
drawings for each road, as defined in
§701.5 of this chapter, to be con-
structed, used, or maintained within

Road systems.

30 CFR Ch. VII (7-1-00 Edition)

the proposed permit area. The plans
and drawings shall—

(1) Include a map, appropriate cross
sections, design drawings and specifica-
tions for road widths, gradients, sur-
facing materials, cuts, fill embank-
ments, culverts, bridges, drainage
ditches, low-water crossings, and drain-
age structures;

(2) Contain the drawings and speci-
fications of each proposed road that is
located in the channel of an intermit-
tent or perennial stream, as necessary
for approval of the road by the regu-
latory authority in accordance with
§816.150(d)(1) of this chapter;

(3) Contain the drawings and speci-
fications for each proposed ford of pe-
rennial or intermittent streams that is
used as a temporary route, as nec-
essary for approval of the ford by the
regulatory authority in accordance
with §816.151(c)(2) of this chapter;

(4) Contain a description of measures
to be taken to obtain approval of the
regulatory authority for alteration or
relocation of a natural stream channel
under §816.151(d)(5) of this chapter;

(5) Contain the drawings and speci-
fications for each low-water crossing of
perennial or intermittent stream chan-
nels so that the regulatory authority
can maximize the protection of the
stream in accordance with §816.151(d)(6)
of this chapter; and

(6) Describe the plans to remove and
reclaim each road that would not be re-
tained under an approved postmining
land use, and the schedule for this re-
moval and reclamation.

(b) Primary road certification. The
plans and drawings for each primary
road shall be prepared by, or under the
direction of, and certified by a quali-
fied registered professional engineer, or
in any State which authorizes land sur-
veyors to certify the design of primary
roads a qualified registered profes-
sional land surveyor, with experience
in the design and construction of roads,
as meeting the requirements of this
chapter; current, prudent engineering
practices; and any design criteria es-
tablished by the regulatory authority.

(c) Standard design plans. The regu-
latory authority may establish engi-
neering design standards for primary
roads through the State program ap-
proval process, in lieu of engineering
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tests, to establish compliance with the
minimum static safety factor of 1.3 for
all embankments specified in
§816.151(b) of this chapter.

[53 FR 45211, Nov. 8, 1988]

§780.38 Support facilities.

Each applicant for a surface coal
mining and reclamation permit shall
submit a description, plans, and draw-
ings for each support facility to be con-
structed, used, or maintained within
the proposed permit area. The plans
and drawings shall include a map, ap-
propriate cross sections, design draw-
ings, and specifications sufficient to
demonstrate compliance with §816.181
of this chapter for each facility.

[53 FR 45211, Nov. 8, 1988]
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§783.1 Scope.

This part establishes the minimum
requirements for the Secretary’s ap-
proval of regulatory program provi-
sions for the environmental resources
contents of applications for permits for
underground mining activities.

§783.2 Objectives.

The objectives of this part are to en-
sure that each application provides to
the regulatory authority a complete
and accurate description of the envi-

§783.12

ronmental resources that may be im-
pacted or affected by proposed under-
ground mining activities.

§783.4 Responsibilities.

(a) It is the responsibility of the ap-
plicant to provide, except where spe-
cifically exempted in this part, all in-
formation required by this part in the
application.

(b) It is the responsibility of State
and Federal Government agencies to
provide information for applications as
specifically required by this part.

§783.10 Information collection.

The information collection require-
ments contained in 30 CFR 783.11,
783.12, 783.13, 783.14, 783.15, 783.16, 783.17,
783.18, 783.19, 783.21, 783.22, 783.23, 783.24
and 783.25 have been approved by the
Office of Management and Budget
under 44 U.S.C. 3507 and assigned clear-
ance number 1029-0038. The information
is being collected to meet the require-
ments of sections 507 and 508 of Pub. L.
95-87, which require the permit appli-
cant to present an adequate description
of the existing pre-mining environ-
mental resources within and around
the proposed mine plan area. This in-
formation will be used by the regu-
latory authority to determine whether
the applicant can comply with the per-
formance standards for underground
mining. The obligation to respond is
mandatory.

[47 FR 33686, Aug. 4, 1982, as amended at 52
FR 47359, Dec. 11, 1987]

§783.11 General requirements.

Each permit application shall include
a description of the existing, premining
environmental resources within the
proposed permit area and adjacent
areas that may be affected or impacted
by the proposed underground mining
activities.

[44 FR 15363, Mar. 13, 1979, as amended at 45
FR 51550, Aug. 4, 1980]

§783.12 General environmental re-
sources information.

Each application shall describe and
identify—

(a) The lands subject to surface coal
mining operations over the estimated
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