Environmental Protection Agency
was withdrawn after extraction of
halogens or their salts;

(14) Injection wells used in experi-
mental technologies.

(15) Injection wells used for in situ
recovery of lignite, coal, tar sands, and
oil shale.

(16) Motor vehicle waste disposal
wells that receive or have received
fluids from vehicular repair or mainte-
nance activities, such as an auto body
repair shop, automotive repair shop,
new and used car dealership, specialty
repair shop (e.g., transmission and
muffler repair shop), or any facility
that does any vehicular repair work.
Fluids disposed in these wells may con-
tain organic and inorganic chemicals
in concentrations that exceed the max-
imum contaminant levels (MCLs) es-
tablished by the primary drinking
water regulations (see 40 CFR part 142).
These fluids also may include waste pe-
troleum products and may contain con-
taminants, such as heavy metals and
volatile organic compounds, which
pose risks to human health.

REQUIREMENTS FOR ALL CLASS V
INJECTION WELLS

§144.82 What must I do to protect un-
derground sources of drinking
water?

If you own or operate any type of
Class V well, the regulations below re-
quire that you cannot allow movement
of fluid into USDWs that might cause
endangerment, you must comply with
other Federal UIC requirements in 40
CFR parts 144 through 147, and you
must comply with any other measures
required by your State or EPA Re-
gional Office UIC Program to protect
USDWs, and you must properly close
your well when you are through using
it. You also must submit basic infor-
mation about your well, as described in
§144.83.

(a) Prohibition of fluid movement. (1)
As described in §144.12(a), your injec-
tion activity cannot allow the move-
ment of fluid containing any contami-
nant into USDWs, if the presence of
that contaminant may cause a viola-
tion of the primary drinking water
standards under 40 CFR part 141, other
health based standards, or may other-
wise adversely affect the health of per-
sons. This prohibition applies to your

§144.83

well construction, operation, mainte-
nance, conversion, plugging, closure, or
any other injection activity.

(2) If the Director of the UIC Pro-
gram in your State or EPA Region
learns that your injection activity may
endanger USDWs, he or she may re-
quire you to close your well, require
you to get a permit, or require other
actions listed in §144.12(c), (d), or (e).

(b) Closure requirements. You must
close the well in a manner that com-
plies with the above prohibition of
fluid movement. Also, you must dis-
pose or otherwise manage any soil,
gravel, sludge, liquids, or other mate-
rials removed from or adjacent to your
well in accordance with all applicable
Federal, State, and local regulations
and requirements.

(c) Other requirements in Parts 144
through 147. Beyond this subpart, you
are subject to other UIC Program re-
quirements in 40 CFR parts 144 through
147. While most of the relevant require-
ments are repeated or referenced in
this subpart for convenience, you need
to read these other parts to understand
the entire UIC Program.

(d) Other State or EPA requirements. 40
CFR parts 144 through 147 define min-
imum Federal UIC requirements. EPA
Regional Offices administering the UIC
Program have the flexibility to estab-
lish additional or more stringent re-
quirements based on the authorities in
parts 144 through 147, if believed to be
necessary to protect USDWSs. States
can have their own authorities to es-
tablish additional or more stringent re-
quirements if needed to protect
USDWs. You must comply with these
additional requirements, if any exist in
your area. Contact the UIC Program
Director in your State or EPA Region
to learn more.

§144.83 Do I need to notify anyone
about my Class V injection well?

Yes, you need to provide basic ‘‘in-
ventory information’ about your well
to the UIC Director, if you haven’t al-
ready. You also need to provide any ad-
ditional information that your UIC
Program Director requests in accord-
ance with the provisions of the UIC
regulations.
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