§60.742

§60.742 Standards for volatile organic
compounds.

(a) Each owner or operator of an af-
fected facility that is subject to the re-
quirements of this subpart shall com-
ply with the emissions limitations set
forth in this section on and after the
date on which the initial performance
test required by §60.8 is completed, but
not later than 60 days after achieving
the maximum production rate at which
the affected facility will be operated or
180 days after initial startup, which-
ever date comes first.

(b) For the coating operation, each
owner or operator of an affected facil-
ity shall either:

(1) Reduce VOC emissions to the at-
mosphere from the coating operation
by at least 90 percent (‘‘emission reduc-
tion” standard); or

(2) Install, operate, and maintain a
total enclosure around the coating op-
eration and vent the captured VOC
emissions from the total enclosure to a
control device that is at least 95 per-
cent effecient (alternative standard).

(c) For the onsite coating mix prepa-
ration equipment of an affected facil-
ity, the owner or operator shall comply
with the following requirements, as ap-
plicable:

(1) For an affected facility that has
concurrent construction of a control
device and uses at least 130 Mg of VOC
per 12-month period, the owner or oper-
ator shall install, operate, and main-
tain a cover on each piece of affected
coating mix preparation equipment and
vent VOC emissions from the covered
mix equipment to a 95 percent efficient
control device while preparation of the
coating is taking place within the ves-
sel.

(2) For an affected facility that does
not have concurrent construction of a
control device but uses at least 130 Mg
of VOC per 12-month period, the owner
or operator shall either:

(i) Install, operate, and maintain a
cover on each piece of affected coating
mix preparation equipment; or

(ii) Install, operate, and maintain a
cover on each piece of affected coating
mix preparation equipment and vent
VOC emissions to a VOC control de-
vice.

(3) For an affected facility that uses
at least 95 Mg but less than 130 Mg of
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VOC per 12-month period, the owner or
operator shall either.

(i) Install, operate, and maintain a
cover on each piece of affected coating
mix preparation equipment; or

(i) Install, operate, and maintain a
cover on each piece of affected coating
mix preparation equipment and vent
VOC emissions to a VOC control de-
vice.

§60.743 Compliance provisions.

(a) To demonstrate compliance with
the emission reduction standard for
coating operations specified in
§60.742(b)(1), the owner or operator of
the affected facility shall use one of
the following methods.

(1) Gaseous emission test for coating op-
erations not using carbon adsorption beds
with individual exhausts. This method is
applicable when the emissions from
any affected coating operation are con-
trolled by a control device other than a
fixed-bed carbon adsorption system
with individual exhaust stacks for each
adsorber vessel. The owner or operator
using this method shall comply with
the following procedures:

(i) Construct the vapor capture sys-
tem and control device so that all gas-
eous volumetric flow rates and total
VOC emissions can be accurately deter-
mined by the applicable test methods
and procedures specified in §60.745(b)
through (g);

(ii) Determine capture efficiency
from the coating operation by cap-
turing, venting, and measuring all VOC
emissions from the coating operation.
During a performance test, the owner
or operator of an affected coating oper-
ation located in an area with other
sources of VOC shall isolate the coat-
ing operation emissions from all other
sources of VOC by one of the following
methods:

(A) Build a temporary enclosure, as
defined in §60.741(a) and conforming to
the requirements of §60.743(b)(1),
around the affected coating operation.
The temporary enclosure must be con-
structed and ventilated (through
stacks suitable for testing) so that it
has minimal impact on performance of
the capture system; or

(B) Shut down all other sources of
VOC and continue to exhaust fugitive
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