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(3) Determine by experimentation the
dynamometer inertia and dynamom-
eter load required to perform the accel-
eration in the dynamometer cycle for
smoke emission tests (§86.884-7(a)(2)).
In a manner appropriate for the dyna-
mometer and controls being used, ar-
range to conduct the acceleration
mode;

(4) Install smokemeter optical unit
and connect it to the recorder/data col-
lection system. Connect the engine
rpm and throttle position sensing de-
vices to the recorder/data collection
system;

(5) Turn on purge air to the optical
unit of the smokemeter, if purge air is
used;

(6) Check and record zero and span
settings of the smokemeter. (If a re-
corder is used, a chart speed of approxi-
mately one inch per minute shall be
used.) The optical unit shall be re-
tracted from its position about the ex-
haust stream if the engine is left run-
ning;

(7) Precondition the engine by oper-
ating it for 10 minutes at maximum
rated horsepower;

(8) Proceed with the sequence of
smoke emission measurements on the
engine dynamometer as prescribed in
§86.884-7;

(9)(i) During the test sequence of
§86.884-7, continuously record smoke
measurements, engine rpm, and throt-
tle position.

(ii) If a chart recorder is used for
data collection, it shall be run at a
minimum chart speed of one inch per
minute during the idle mode and tran-
sitional periods, and eight inches per
minute during the acceleration and
lugging modes.

(iii) Automatic data collection equip-
ment, if used, shall sample at least two
records per second.

(iv) The smoke meter zero and full
scale response may be rechecked and
reset during the idle mode of each test
sequence.

(v) If either zero or full-scale drift is
in excess of 2 percent opacity, the
smokemeter controls must be read-
justed and the test must be repeated;

(10) Turn off engine;

(11)(i) Check zero and reset if nec-
essary.

§86.884-13

(ii) Check span response (linearity) of
the smokemeter by inserting neutral
density filters.

(iii) If either zero drift or the linearity
check is in excess of two percent opac-
ity, the results shall be invalidated.

[48 FR 52203, Nov. 16, 1983, as amended at 49
FR 48141, Dec. 10, 1984; 52 FR 47870, Dec. 16,
1987]

§86.884-13 Data analysis.

The following procedure shall be used
to analyze the test data:

(a) Locate the modes specified in
§86.884-7(a)(1) through (a)(4) by apply-
ing the following starting and ending
criteria:

(1) The idle mode specified in §86.884—
7(a)(1) starts when engine precondi-
tioning or the lugging mode of a pre-
ceding cycle has been completed and
ends when the engine speed is raised
above the idle speed.

(2) The acceleration mode specified in
§86.884-7(a)(2)(i) starts when the pre-
ceding idle mode has been completed
and ends when the throttle is in the
fully open position, as indicated by the
throttle position trace as specified in
§86.884-7(a)(2)(ii).

(3) The acceleration mode specified in
§86.884-7(a)(2)(ii) starts when the pre-
ceding acceleration mode has been
completed and ends when the engine
speed reaches 85 percent of the rated
speed.

(4) The transition period specified in
§86.884-7(a)(2)(iii) starts when the pre-
ceding acceleration mode has been
completed and ends when the throttle
is in the fully open position as indi-
cated by the throttle position trace, as
specified in §86.884-7(a)(2)(iv).

(5) The acceleration mode specified in
§86.884-7(a)(2)(iv) starts when the pre-
ceding transition period has been com-
pleted and ends when the engine speed
reaches 95 percent of the rated speed.

(6) The transition period specified in
§86.884-7 (a)(3)(i) starts when the pre-
ceding acceleration mode has been
completed and ends when the engine
speed is 50 rpm below the rated speed
and the provisions of §86.884-7 (a)(3)(i)
are met.
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§86.884-14

(7) The lugging mode specified in
§86.884-7(a)(3)(ii) starts when the pre-
ceding transition period has been com-
pleted and ends when the engine speed
is at the intermediate speed.

(b) Determine if the test require-
ments of §86.884-7 are met by applying
the following modal criteria:

(1) Idle mode as specified in §86.884—
7(@)(1):

(i) Duration: 5 to 5.5 minutes.

(ii) Speed: within specification dur-
ing the last four minutes of the mode.

(2) Acceleration mode as specified in
§86.884-7(a)(2)(i).

(i) Duration: three seconds or less.

(ii) Speed increase: 200+50 rpm.

(3) Acceleration mode as specified in
§86.884-7(a)(2)(ii);

(i) Linearity: £100 rpm as specified in
paragraph (c) of this section.

(ii) Duration: 3.5 to 6.5 seconds.

(iii) Throttle position: fully open
until speed is at least 85 percent of the
rated speed.

(4) Transition period as specified in
§86.884-7(a)(2)(iii):

(i) Throttle position: moved rapidly
to, and held in, the fully closed posi-
tion.

(5) Acceleration mode as specified in
§86.884-7(a)(2)(iv):

(i) Duration: 8 to 12 seconds.

(i) Throttle position: fully open
when speed is at intermediate speed.

(6) Transition period as specified in
§86.884-7(a)(3)(i):

(i) Duration: 50 to 60 seconds.

(ii) Average speed during the last 10
seconds shall be within *50 rpm of
rated speed.

(iii) Average observed power during
the last 10 seconds shall be at least 95
percent of the horsepower developed
during the preconditioning mode.

(7) Lugging mode as specified in
§86.884-7(a)(3)(ii):

(i) Linearity: £100 rpm as specified in
paragraph (c) of this section.

(ii) Duration: 30 to 40 seconds.

(iii) Speed at end: intermediate
speed.
(c) Determine if the linearity re-

quirements of §86.884-7 were met by
means of the following procedure:

(1) For the acceleration mode speci-
fied in §86.884-7(a)(2)(ii), note the max-
imum deflection of the rpm trace from
a straight line drawn between the

40 CFR Ch. | (7-1-00 Edition)

starting and ending points specified in
paragraph (a)(3) of this section.

(2) For the lugging mode specified in
§86.884-7(a)(3)(ii), note the maximum
deflection of the rpm trace from a
straight line drawn from the starting
and ending points specified in para-
graph (a)(7) of this section.

(3) The test results will be invalid if
any deflection is greater than 100 rpm.

(4) This linearity check may be per-
formed by direct analysis of the re-
corder traces, or by computer analysis
of data collected by automatic data
collection equipment.

(d) Analyze the smoke trace by
means of the following procedure:

(1) Starting at the beginning of the
first acceleration, as defined in para-
graph (a)(2) of this section, and stop-
ping at the end of the second accelera-
tion, as defined in paragraph (a)(3) of
this section, divide the smoke trace
into half-second intervals. Similarly,
subdivide into half-second intervals the
third acceleration mode and the lug-
ging mode as defined by paragraphs (a)
(5) and (7) respectively, of this section.

(2) Determine the average smoke
reading during each half-second inter-
val.

(3) Locate and record the 15 highest
half-second readings during the accel-
eration mode of each dynamometer
cycle.

(4) Locate and record the five highest
half-second readings during the lugging
mode of each dynamometer cycle.

(5) Examine the average half-second
values which were determined in para-
graphs (d)(3) and (d)(4) of this section
and record the three highest values for
each dynamometer cycle.

(6) This smoke trace analysis may be
performed by direct analysis of the re-
corder traces, or by computer analysis
of data collected by automatic data
collection equipment.

[48 FR 52203, Nov. 16, 1983, as amended at 49
FR 48141, Dec. 10, 1984; 62 FR 47123, Sept. 5,
1997]

§86.884-14 Calculations.

(a) If the measured half-second opac-
ity values were obtained with a
smokemeter with an optical path
length different than shown in the
table in §86.884-8(c), then convert the
measured half-second values or the
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