
224

41 CFR Ch. 101 (7–1–01 Edition)§ 101–20.106–2

and leased buildings, agencies should
order against these contracts and
agreements, except when it is not in
the Government’s best interest. Agen-
cies wishing to use this authority shall
submit names of their proposed order-
ing officials to the GSA buildings man-
ager, who will submit them to the GSA
contracting officer. The contracting of-
ficer shall designate in writing the or-
dering officials and will authorize the
contractor to accept orders from the
designated ordering officials. The GSA
contracting officer shall advise the
agencies’ ordering officials in writing
of their responsibilities, authorities,
and limitations under these contracts
and agreements.

(b) No individual order, or combina-
tions of orders for a single alteration
project, shall exceed the simplified ac-
quisition threshold, as defined in 41
U.S.C. 252a, and agencies shall not split
orders so as to circumvent this limita-
tion.

(c) For all orders placed against GSA
contracts or agreements, agency order-
ing officials shall obtain prior written
project review by GSA and provide a
copy of the ordering document and
final payment document to the GSA
buildings manager. Agencies are re-
sponsible for inspecting and certifying
satisfactory completion of the work,
and for ensuring contractor compliance
with contract provisions. The final
payment document shall be supported
by GSA Form 1142, Release of Claims;
GSA Form 2419, Certification of Pay-
ments to Subcontractors and Supplies;
and certification that the work has
been inspected and accepted.

(d) Agencies may not negotiate with
contractors for items not specifically
priced under indefinite quantity con-
tracts and/or price agreements.

(e) Where no GSA contracts or agree-
ments are in effect, an agency may
contract directly for services up to the
simplified acquisition threshold per
project after written review by GSA.
Agencies contracting directly must
provide GSA with complete docu-
mentation of the scope of work and
contract specifications at the time of
submission. Each project shall include
appropriate reviews by the regional
safety staff. If contracting for security
systems, agencies must submit the de-

sign work for regional Federal Protec-
tive Service Division review. Agencies
shall be responsible for inspecting and
certifying satisfactory completion of
the ordered work. All work must con-
form to GSA fire and safety standards.
GSA at anytime has the authority to
make inspections and require correc-
tion if the project is found not in com-
pliance with GSA reviews or fire and
safety standards. As-built drawings
must be submitted to GSA’s buildings
manager within 30 days of completion
of the work.

[52 FR 11263, Apr. 8, 1987, as amended at 62
FR 1057, Jan. 8, 1997]

§ 101–20.106–2 Limitations on provi-
sion of reimbursable services by
GSA.

In order to reduce processing costs of
documents and to improve efficiency of
service delivery, requests for reimburs-
able work to be performed or arranged
by GSA may be subject to the fol-
lowing requirements:

(a) Individual work authorizations
(e.g., GSA Form 2957’s) for which total
expenses as estimated by GSA are less
than $500 need not be processed by
GSA, but may be returned to the re-
questing agency. Unless the work is re-
lated to security or required to correct
an unhealthful or unsafe condition, oc-
cupant agencies may be required to
hold all such requests until the reim-
bursable work in question can be ag-
gregated into a single request for at
least $500.

(b) The restrictions of paragraph (a)
of this section are not mandatory, but
may be applied by GSA when their ap-
plication is in the best interests of the
Government from the standpoint of
cost effectiveness.

(c) The restrictions of paragraph (a)
of this section do not apply to orders
placed against existing blanket or
open-end authorizations which exceed
$500 and which show obligated and un-
used fund balances sufficient to per-
form the work.

(d) Agencies requesting reimbursable
services are responsible for verifying
and approving GSA estimates within 30
calendar days following submission of
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such estimates to the requester. Reim-
bursable work requests for which esti-
mates have not been approved within
30 days will be canceled.

§ 101–20.107 Energy conservation.
Agencies shall comply with the en-

ergy conservation guidelines set forth
in 10 CFR part 436 (Federal Energy
Management and Planning Programs)
and shall observe the energy conserva-
tion policies cited herein.

(a) Agencies shall ensure that lights
and equipment are turned off when not
needed, that ventilation is not blocked
or impeded, and that windows and
other building accesses are closed dur-
ing the heating and cooling seasons.

(b) Except where special cir-
cumstances exist, illumination levels
shall be maintained as near as is prac-
tical to the following standards:

(1) 50 foot-candles at work station
surfaces, measured at a height of 30
inches above floor level, during work-
ing hours (For visually difficult or crit-
ical tasks, additional lighting may be
authorized by the GSA buildings man-
ager or by agencies that have been
given delegated authority to perform
buildings management functions.);

(2) 30 foot-candles in work areas dur-
ing working hours, measured at 30
inches above floor level;

(3) 10 foot-candles, but not less than 1
foot-candle nonwork areas, sufficient
to ensure safety in non-work areas dur-
ing working hours. (Normally this will
require levels of 5 foot-candles at ele-
vator boarding areas, minimum of 1
foot-candle at the middle of corridors
and stairwells as measured at the
walking surface, and 1 foot-candle at
the middle of corridors and stairwells
as measured at the walking surface,
and 10 foot-candles in storage areas.);
and

(4) Other lighting essential for safety
and security purposes, including exit
signs and exterior lights, shall be
maintained.

(c) Within the limitations of the
building systems, heating and cooling
systems shall be operated in the most
overall energy efficient and economical
manner.

(1) Temperatures will be maintained
to maximize customer satisfaction by
conforming to local commercial equiv-

alent temperature levels and operating
practices. GSA will seek to minimize
energy use while operating its build-
ings in this manner. During non-work-
ing hours, heating temperatures shall
be set no higher than 55 degrees Fahr-
enheit and air-conditioning will not be
provided except as necessary to return
space temperatures to a suitable level
for the beginning of working hours.

(2) The locations used for measure-
ment of temperatures to determine
compliance will be representative of
the spaces to be heated or cooled.

(3) Work stations which are the most
adversely affected may be the basis for
establishing the temperature levels
throughout that portion of the build-
ing.

(4) Reheating, humidification, and si-
multaneous heating and cooling shall
not be permitted.

(5) During extreme weather condi-
tions, building systems shall be oper-
ated as necessary to protect the phys-
ical condition of the building.

(d) The operation of portable heaters,
fans, and other such devices in Govern-
ment-controlled space is prohibited un-
less authorized by the GSA buildings
manager or by agencies that have been
given delegated authority to perform
buildings management functions.

(e) During working hours in periods
of heating and cooling, provide ventila-
tion in accordance with ASHRAE
Standard 62, Ventilation for Acceptable
Indoor Air Quality where physically
practical. Where not physically prac-
tical, provide the maximum allowable
amount of ventilation during periods of
heating and cooling and pursue oppor-
tunities to increase ventilation up to
current standards. ASHRAE Standard
62 is available from ASHRAE Publica-
tions Sales, 1791 Tullie Circle NE, At-
lanta, GA 30329–2305.

(f) Energy standards for existing
buildings will be no less stringent than
those prescribed by the American Soci-
ety of Heating, Refrigerating, and Air
Conditioning Engineers and the Illu-
minating Engineering Society of North
American in ASHRAE/IES Standard
90A–1980 as amended by Department of
Energy (DOE). These energy standards
are applicable where they can be
achieved through life cycle, cost effec-
tive actions.
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